
K9RHY is cleaning-up for relo-

ca�on. Lots of well-maintained 

ham gear, most either priced 

for quick sale or available for 

FREE. 

I will not ship anything, so if 

you want something, bring 

your pickup truck and/or trail-

er, load it up and drive away.  

CASH ONLY for items with a 

price tag. FREE items are FREE. 

No returns. 

 

Bob Farkaly, K9RHY 

4517 Topside Rd 

Knoxville, TN 37920 

Home: 865-573-6322 

Cell/text: 619-602-2653 

 

We are about 1.5 miles West of Al-

coa Hwy, roughly halfway between 

the UT campus and the airport. 

 

 



Transceiver  TS-950SD  

  

Built-in DSP (digital signal processor) and MOS FET final section for exceptional 
transmission signal purity and first-class audio quality. Convenient menu system and 
many other user-friendly refinements. (Microphone not included.) 

 

Features at a glance: 

 

 160 m ~ 10 m amateur band opera�on 

 100 kHz ~ 30 MHz general coverage receiver 

 Built-in DSP (Digital Signal Processing) 

 Digital AF filters 

 MOS-type FET final sec�on 

 Dual-frequency receive 

 SSB IF slope tuning 

 Menu system 

 Automa�c antenna tuner 

 AIP system 

 100 memory channels 

 Built-in AC power supply 

Price: $990.00.  Cash only. You pick up. 



SB220 2KW Linear Amplifier 

SB220 covers 80, 40, 20, 15 and 10 meters. Currently wired for 220 VAC. This amplifier is in excellent condi�on.  Original manual 

included. This amplifier coupled with the TS950SD on the preceding page took me to the #1 posi�on on the ARRL DXCC Honor Roll 

(CW, Phone, Mixed), 5Band WAZ, IOTA Honor Roll (804 IOTA counters confirmed)5 Band DXCC and other honors and awards. Pro-

duces full output.  

Price: $500.00.  Cash only. You pick up. 



SGC SG-500  1KW  Solid State Linear Amplifier 500W PEP output (perfect 

for WARC bands and/or Mobile operation 

The SG-500 SmartPowerCube™ 

The SG-500 iKW linear amplifier is ideal for high power operation in your base 

station or mobile installation. The SG-500 is microprocessor controlled. It automati-

cally monitors your power needs and selects the right broadband filter. It also has 

the most advanced self-protection on the market, providing maximum reliability 

and unattended operation. For maximum power, under the most demanding condi-

tions,  

 

Technical Specifications   

 

Power Output: 
 

 

Frequency Range: 
Power Input: 
Band Switching: 
Input Voltage: 
Input Range: 
Input Current: 
Cooling: 
T/R Switch Time: 
Band Switch Time: 
Keying: 
Protection: 
 

 

Built-In Testing: 
Supported Modes: 
Power Supply: 
Size: 
Weight: 
Case: 
 

1000W PEP 

500W for 10 min. (unlimited with fan) 

250W carrier max. 

1.6 - 24MHz(Domestic), 1.6 - 30MHz(Export) 

50 - 90W (automatic or present) 150W max. 

Fully automatic 

14VDC 

10 - 18VDC 

40A average SSB, 90A peak/CW 

Convection standards, optional fans 

10 ms nominal 

15 ms nominal 

Via PTT line(Domestic), PTT or RF sense(Export) 

Input overdrive, under voltage - adjustable (factory set 

10VDC) 

Amp current imbalance, VSWR faults, frequency out of 

range 

Over current, over temperature 

Microprocessor controlled LED bank fault indicator 

SSB, CW, RTTY, SITOR, ALE, SSTV, AM at 250W 

Non-switching (linear) recommended 

11.5W x 12.25D x 6H inches (height is 9.75 with fan) 

21 pounds 

Aluminum casting - matte black 

Price: $500.00 Amp and PS-50 Power Supply. Cash only. NOT sold 

separately. You pick up. 



SGC SGC PS-50 Power Supply for SG-500 500 Watt Solid 

State Linear Amplifier 

The manufacturer’s recommended power source for the SGC SG-500 

amplifier.  

 

Model PS-50 heavy duty direct rectified power supply for 115/230 volts 

AC, 50/60 Hz for the SG-500 linear power amplifier. (Currently wired for 

120VAC) Output voltage nominal 14.5 volts, 50 amps continuous and 70 

amps intermittent. For operation up to 500 watts PEP power amplifier 

output. 

Price: $500.00 Amp and PS-50 Power Supply. Cash only. NOT sold 

separately. You pick up. 



Realistic HTX-100 10Mtr CW/SSB Transceiver 

FREE. YOU PICK UP. 



Large scale  HF + 6M Peak/Reading SWR/WaAmeter 

TrueAc�ve peak reading circuit captures true peak or average forward and reflected power readings. Has 

20/200/ 2000 WaA ranges makes it valuable for QRPor QRO opera�on. Minimum of 15-20W required for 

calibra�on. 

Full SWR Scale The full SWR scale makes reading SWR much more accurate and easier to read. 

Power Saver Circuit Exclusive MFJ WaAmeter Power Saver circuit turns on meter only when RF power is 

being measured. 

Covers 1.8-54 MHz. Use 9 volt baAery or 12 VDC. 

Cabinet measures 7 1/2" W x 6 5/8" H x 5 1/8" D inches 

MFJ 868B Peak/Reading SWR/Wattmeter 

Price: $20.00.  Cash only. You pick up. 



MFJ 989B Versa Tuner V 

Price: $50.00.  Cash only. You pick up. 

MFJ-989B VersaTuner V covers 1.8 to 30 MHz, including MARS and the WARC 

bands. Capacity is up to 3 KW. The tuner features two massive transmiJng capac-

itors and a roller inductor with a three digit counter. A roller inductor lets you 

tune your SWR down to the absolute minimum--something a tapped inductor 

tuner just can't do. A 3 digit turns counter plus a spinner knob gives you precise 

inductance control 

You get a antenna switch with extra large switch contacts to eliminate plugging 

and unplugging antennas. It lets you select two coax antennas direct or through 

the tuner, balanced line or random wire and dummy load. Plus you get a built-in 

50 ohm 300 waA dummy load that makes exciter tuning fast and easy. 

Frequency range is 1.8 to 30 MHz. The peak and average reading cross-needle 

SWR/power meter has forward power ranges of 200 and 2,000 waAs. The back 

panel has outputs for two coaxial cables, one wire or balanced line and dummy 

load are provided. The illuminated meter with on/off switch. There is a 2.5mm DC 

jack on the rear panel for 12 VDC if illumina�on is desired. 



 

LEIXEN VV-898 Dual Band VHF/UHF 10W 

Two Way Radio Mobile Transceiver  

• Dual band: Transmit: 136-174MHz/400-470MHz 

• Dual Display, 199 AlphaNumeric Memory Channels 

• Voice Companding and Scrambler 

• CTCSS, DCS, DTMF, PTT ID, VOX, Scan & More! 

• 10W / 4W Selectable outputs. 

Three HT radios 

• Alinco DJ-11T 2 meter 

• Baofeng duaI band HT with charging station 

• ICOM IC-V8 2 meter with charging station 

Price: All for $20.00.  Cash only. You pick up. 



HG70-HD 70 foot self supporting (no guy wires) 

crank up tower, Hy Gain 204BAS 20 meter mono-

band yagi, Ham-IV rotator, coaxial and rotator ca-

bles. All FREE if you take it down and remove it.  

 

All li@ing supplies and accessories included (A-frame, chain hoist, 

steel cables for erecBng/lowering) included. Also included is a re-

placement winch that I purchased but never installed. All FREE 

BUT YOU MUST take it down and remove.  



Yaesu G-800SDX Antenna Rotator 

I used this rotator in CA for about a year while my Ham-IV was being 

repaired. I disassembled the rotator base to access the control wiring. 

That has to be put back together, but all the parts were retained and 

are included. IdenBcal unit now on ebay for $569.00. Price $100.00 

PICK UP ONLY. CASH. 



• Brother MFC 9870CDW Color laser printer (needs power supply replaced) 

• HP 1020 B/W laser printer 

FREE. YOU PICK UP. 



4KW Predator Generator 120VAC output, gas powered 

New. Price $250.00. Cash. Pick up only. 



2 X Hy-Gain 18AVT Hy-Towers 

Hy-Gain TH-11 Yagi Antenna  

Hy-Gain 18AVT Hy-Towers, phasing cable. Hy-Towers are missing some alum-

num bits and pieces, but include base insulators and most hardware. Includes 

documentation. Coax cable included should you wish to phase the antennas for 

directional control. 

Hy-Gain TH-11 NEW never assembled. Included boxes of assembly hardware. 

 

ALL FREE. YOU PICK UP. 


